
Intended for use on twin-shock bikes with 
conventional (right way up) 43mm front forks 

and developed using the same technology you 
will find in our premium Cartridge kits, the NTF-

43 TVT Forks also offer the high level of rider 
control, performance and comfort that have 

become the trademark of the Nitron product.

As with all TVT products, the damping control system consists 
of an adjustable compression cartridge for installation 

into the left fork leg and an adjustable rebound cartridge 
for the right fork leg. Both offer independent damping 

and pre-load adjustment via the uniquely styled fork 
top caps. In addition to this, a key feature of the 

TVT system is the third high speed damping valve 
incorporated into the compression cartridge. 

This valve is pre-set to react to high speed, 
hard edge bumps which would normally 
unsettle a well damped setup, especially 

when combined with hard braking and 
cornering forces. The result is a balance of 

performance, stability and compliance 
which give very high levels of rider 

confidence and ultimate control.

Great style – Great Performance

NTF-43 TVT FORKS

Nitron’s unique TVT damping control system High precision billet machined fork bottoms DLC coated stanchions option for ‘stealth’ look



All dimensions in mm

Check out our full range of shocks at nitron.co.uk

For sales and technical enquiries, call 01993 849449 or email sales@nitron.co.uk

NTF-43 TVT FORKS
SPECIFICATION
NTF-43 TVT Forks are intended for use on 
twin-shock bikes with conventional (right way 
up) 43mm front forks. Shown here are the 
most important nominal dimensions of the 
NTF-43 TVT Forks and the 3 length options 
offered which are 770, 800 and 815mm. 

The lower fork legs are manufactured from 
high specification fully machined aluminium 
finished with a heavy duty black anodised finish. 
The stanchions are made from high precision 
seamless steel tube which has a super smooth 
hard chrome plate finish. For the complete ‘stealth’ 
look, a fully black fork with the DLC coating on 
the stanchions is available at an extra cost.

DAMPING
The damping control system consists of an 
adjustable compression cartridge installed within 
the left fork leg and an adjustable rebound cartridge 
within the right fork leg. Both offer independent 
damping and pre-load adjustment via the uniquely 
styled fork top caps. In addition to this, the key 
feature of the TVT Fork Cartridge Kit is the third 
high speed damping valve incorporated into 
the compression cartridge. This valve is pre-set 
to react to high speed, hard edge bumps which 
would normally unsettle a well damped set up 
especially when combined with hard braking 
and cornering forces. The result is a balance of 
performance, stability and compliance which 
give very high levels of rider confidence and 
ultimate control. All three pistons can be quickly 
and easily removed for re-valving without the 
need to remove the forks from the bike, meaning 
setup changes can be done with ease. Springs 
are Nitron ultimate quality high precision chrome 
silicone steel, available in various rates.

FITTING
A very limited range of bike specific kits will be 
available, but NTF-43 TVT Forks are aimed at the 
classic racer, restorer and custom builder who will 
be able to fabricate or source spindle adaptors, 
brake caliper brackets and mud guard mounts.


